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SELF-VENTILATED MIORTARLESS BRICK SIDING

HOUSEWRAP

SCREWS @ 10" (250MM) C/C
WITH A MINIMUM PENETRATION
OF 1 1/4" (32MM) INTO STUD.

e 1"x3" (19MM x 64MM) FURRING STRIP
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4.1 - WaLL PREPARATION
1A- WaALL

STANDARD FRAME CONSTRUCTION

EXTERIOR SHEATHING
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4 0 4.1 - WALL PREPARATION
SELF-VENTILATED MORTARLESS BRICK SIDING .
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18- WaLL

STANDARD FRAME CONSTRUCTION

EXTERIOR SHEATHING

RIGID INSULATION

RIGID INSULATION [ MAX. 2" (50MM)]

NO.10 CORROSION RESISTANT /)

SCREWS @ 10" (250MM) C/C
WITH A MINIMUM PENETRATION
OF 1 1/4" (32MM) INTO STUD.

— 1"x3" (19MM x 64MM) FURRING STRIP
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m 4.0 4.1 - WALL PREPARATION

SELF-VENTILATED MIORTARLESS BRICK SIDING 1C' WALL

STANDARD FRAME CONSTRUCTION

EXTERIOR SHEATHING

HOUSEWRAP

~—— 1"x3" (19MM x 64MM) FURRING STRIP

NO.10 CORROSION RESISTANT

SCREWS @ 10" (250MM) C/C

| WITH A MINIMUM PENETRATION
OF 1 1/4" (32MM) INTO STUD.

STEEL OR ALUMINUM FLASHING

— / OVERLAPPED 6" (150MM) WITH
HOUSEWRAP.
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