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SELF-VENTILATED MIORTARLESS BRICK SIDING
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"~ HOUSEWRAP

3 /4" x 15" (19MM x 380MM)
PLYWOOD REINFORCEMENT
(SEE APPENDIX "B")

<+ —PROJECTING PLYWOOD, THICKNESS
UP TO 3 /4" (19MM), HEIGHT IS THE

SAME AS PROJECTING BRICK (SOLDIER).
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WINDOW HEADER SECTION
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NN PLYWOOD (3 /4" (19MM) x 2 1 /2" (64MM)
NN +WIDTH OF PROJECTING AREA) IN PLACE
NN OF FURRING STRIP

PROJECTING PLYWOOD, THICKNESS

'S

= UP TO 3/4" (19MM), WIDTH IS THE
SAME AS PROJECTING BRICK .

<—————HORINZONTAL FURRING STRIP AT
A DISTANCE EQUAL TO THE HEIGHT
OF THE SILL PLUS 1 /8" (3MM), DOWN

THE BOTTOM OF THE OPENING.
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WINDOW SILL SECTION
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4.3- INSTALLATION AROUND OPENINGS
5- BUILDING OUT THE WINDOW

PROJECTING PLYWOOD, THICKNESS
UP TO 3 /4" (19MM), WIDTH IS THE
SAME AS PROJECTING BRICK .




