m 4.0 4.4- INSTALLATION ON STEEL STRUCTURE

SELF-VENTILATED MIORTARLESS BRICK SIDING 2_ OVER STEEL SIDING

CORRUGATED STEEL PANEL

\/ A\, STEEL FRAME CONSTRUCTION
TYPICAL STEEL STUD WALL

AND BATT INSULATION

CORRUGATED STEEL PANEL FASTENED
AT 10" (254MM) C/C WITH TEK NO.12 - 24

X 21/2" (64MM) CORROSION RESISTANT
METAL SCREWS.

NOVABRIK FASTENED EVERY FOURTH
~ COURSE AT 16" C/C WITH ONE NO.12 }
-24x21/2" (64MM) METAL SCREWS. )(-

\< CORRUGATED STEEL PANEL }-

i
B 7] FASTENERS BETWEEN CORRUGATED STEEL AR
PANEL CHANNEL AND STRUCTURE. i
NUMBER AND SIZE TO BE DETERMINED }

d

STARTER STRIP FASTENED WITH TEK
NO.12 -24 CORROSION RESISTANT METAL
/ SCREWS ON CORRUGATED STEEL PANEL
% s WITH A MINIMUM PENETRATION OF 1 1/4"
(32MM) INTO SILL PLATE, STUD OR
PERIMETER JOIST.

g g CORRUGATED STEEL PANEL FASTENED

AT 10" (254MM) C/C WITH TEK NO.12 - 24
x 21/2" (64MM) CORROSION RESISTANT

/ \ / - \ / \ METAL SCREWS.
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